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Regular Classic Ultimate
Profile
Door Strength 5 x Australian Standard 5 x Australian Standard 7 x Australian Standard
(550 Joules) (650 Joules) (750 Joules)
Frame Profile 72mm Wide 85mm Wide 90mm Wide
Concealed Fixings No Yes Yes

Clamping System

Screw-Clamp

Carbon Fibre Screw-Clamp

Screw-Clamp

Lock Type

Lockwood 8654

Lockwood 8654

Lockwood 8654

Locking Points

3-Point

3-Point

3-Point

Mesh 0.9mm Stainless Steel 0.9mm Stainless Steel 0.9mm Stainless Steel
(High Tensile) (High Tensile) (High Tensile)
Warranty 10 -12 Years 10 -12 Years 10 -15Years

Corrosion Resistance

3,000 Hours (Salt Spray)

3,000 Hours (Salt Spray)

3,000 Hours (Salt Spray)

Fixed Screen (Windows) Yes Yes No
Sliding Door Yes Yes Yes (Under 840mm Wide)
Price Range $ 5% $5%
Standard Colours @ Black Satin ® APO Grey Paperbark White Birch
® Monument ® Anodic Natural Surfmist
@ Woodland Grey Ultra Silver Classic Pearl White
@® Deep Ocean Dune Primrose

Optional Upgrades

Digital Locking McGrath “Ultra Secua” Digital Lock (Matt Black Only)

Aluminium Frame Crimsafe Aluminium Flange Buildout Frame (Adapter Frame)

Steel Frame Custom Steel Frame

Key-Alike Key-Alike to Existing Lockwood Or Gainsborough Entrance Set

Woodgrain Finishes ® Western Red Cedar ® Casurina

Special Order Colours See Dulux “Duralloy” Architectural Colour Selector Range PDF
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